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Agenda

* Tetra Tech traffic study review
— Existing traffic data shows very difficult Peak hour challenges
— Traffic data volumes may actually support a traffic signal
— Vehicle Delay & Queuing study doesn’t have correct focus

« Stoney Hill winter & alternate route concerns



EXlStl ng Trafflc VOIU INES - Stoney Hill West End AM Peak

545 vehicles = average 6.6 seconds a vehicle travels east

L : ;

42 trucks turning left 5t F;js Tetra Tech estimates 4 cars will turn left
into TriState = ~1 %.wm T -

. S0 75—
truck a minute 7323_. ?;mr Wg_} 12['
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1381 vehicles = \ :

Tetra Tech estimates 60

average 2.6 seconds

a vehicle travels west (31+29) cars will turn left

STONEY MILL ROAD (WEST]
STOMEY HILL ROAD |EAST)

« Existing traffic volumes are very challenging for AM Peak hour left turns
« Stoney Hill West End left turns are avoided during peak hours. Lowering the estimated use

* Average is one car every 2.6 seconds traveling east & 6.6 seconds west. While about one
truck a minute waits to turn left into TriState trucking

« Tetra Tech estimates 60 cars or 1 a minute will try to turn left exiting SH into a single 50mph
westbound lane and avoiding all other traffic.

* This intersection will be unsafe during AM Peak times

Traffic Study — Shrewsbury, MA 'l'tl TETRATECH
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Existing Traffic Volumes - stoney Hill west End Pm peak

Existing traffic volumes are very challenging for PM Peak hour left turns
Stoney Hill West End left turns are avoided during peak hours. Lowering the estimated use

Average is one car every 3.2 seconds traveling west & 5 seconds east. While estimates
predict one car a minute will wait on Rt 20 to turn left into SH

Tetra Tech estimates 23 cars will try to turn left exiting SH into a single 50mph westbound
lane and avoiding all other traffic.

This intersection will be unsafe during PM Peak times

Left turn Avoidance:

1125 vehicles = average is 3.2 seconds a vehicle travels west

These 2 left turns are : : : :

lower than normal s Tetra Tech estimates 40 cars turning left. Extra lane will make it more
because drivers avoid w;;uﬁ A e = pariy Extra traffic from SH
turning left during sNar = rind Bl West End Avoidance:
peak times and use u— \ — '~ Many drivers avoid

SH East for both enter Difficult to turn left and merge taking a left out of SH

& exiting. The extra
Rt 20 left lane will

have

using this entrance

Rt 20 westbound with such a
high volume of traffic. Tetra
Tech estimates 23 (9+14)
cars will turn left for exiting.

West during Peak times
because of the traffic
congestion & safety
concerns. Instead

STOMEY HILL ROAD EAST)

ETONEY HILL ROAD (WEST)

more neighbors

choosing SH East to

- exit and take right turn.

Tetra Tech estimates: 662 + 53 vehicles = average is 5 seconds a vehicle —
travels east. 34 + 17 cars = about 1 car a minute will turn right into SH @ TETRATECH
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Stoney Hill

for 4 hrs by 5to 11 vehicles/hr. Or 8 hr req. by 5 to 14 vehicles/hr

Why Not A Traffic Signal?
Hour Total
Amount over/under 53 0:00 161
. 1 H N i
For eight hours over a course of a day, vehicle requirement 8y 103
. . . . 2:00 93
the hourly traffic volume on the major street (both directions),| _
and for the same hour, the traffic volume on the minor street | 4« 150 3
must exceed the criteria listed in the MUTCD. 14 hoursof || 500 | 528 1
2x to 4x over L] &0 1301 4
525 req. \‘% 1859
Table 4C-1. Warrant 1| Eight-Hour Vehicular Volume | 800 1752
Condition A—Minimum Vehicular Volume 900 N 1333
Nvasicon ?;‘lc?;::;ﬁzc“;‘g V“"fotl:.';?'b’;&“i;x:.”:é%:?e“ m:ff;ﬁ‘;?.‘f.z‘p“&?é]:b"z’;?%?kﬁﬁnm 10:00 1245
treet | Minor Street || 100%* | 80%" 70%° 56%° 100%"* l 80%" 70%° 56%°
MaP‘f 1 500 | 400 | 350 | 280 || 150 120 105 B4 11:00 1253
S . 60 | 40 | 40 | 36 || w0 | w20 | s | 84 | Reason for SH West | 12:00 1342
2 or more 2 or more 600 480 420 3386 200 180 140 112 . .
2 or more 500 400 350 280 200 160 140 112 Drlver a‘VOIdance pm 1319
Rt 20 = ) 5 I
525 veh/hr - Condiion B-—infeuption of Contisuous Tratfio | Stoney Hill West 3 om /“K
rEqUIrEMENt o s mmaiirs]| " aio oot appostios || s soeewgronc o eesion s 53 veh/hr PN 18
Mayor 5""‘"]M-nov Stroet || 100‘%‘{ a0%" T70"‘-‘ | sewe || 100% | so%’ ] 70% | B6%" requ"'ement 4 pm 1815
1 1 750 eooF_ﬂJ 420 75 @ P 53] | 42 5 pm 1955
2 or more 1 200 720 630 504 75 60 53 42 6 pm 150
* Tetra Tech stated — Occasionally, MassDOT may allow installation of 7 pm %
a traffic signal if traffic volumes in at least six hours meet the 8 pm o
criteria, such as if safety or long delays are improved. o 618
Rt 20 trafficis 2 to 4x over requirement 1Opmm
* SH West End traffic data shows we are missing the 6 hr requirement e 301
11 pm 291
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Cars avoid SH West left
turn during these hours




Stoney Hill

Why we may qualify for a traffic signal

Should estimate the number
of addition cars that would
use the Stoney Hill West
End traffic signal

~60 house difference
between Scenario 1 & 2

Traffic signal would also
relieve traffic congestion on

SH East End left turns

'8 Drivers know it’s very hard to turn
B left during peak hours. Drivers
avoid the SH West End left turn
and instead use SH East End

West End traffic light scenarios
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o Scenario 1:
i With a traffic light

During busy Rt 20
hours - houses from
about this point may

&% choose to use SH
| West traffic signal to
turn left onto Rt 20.

These ~60 houses
aren’t accounted for
in the traffic study if a
Stoney Hill West End
traffic light is installed

Scenario 2:
Without a traffic light

During busy Rt 20
hours - houses from
about this point may
choose to avoid SH
West End left turn and
instead use SH East
— | End and turn right




Stoney Hill Road — West
Vehicle Delay and Queuing Study

: |
We want to report the
average delay for just left
turns only. It’s the left turns
which are of most concern.

B These delay times are an
8 average for both a Left or
| Right turns. Our main

concern is the Left turns

The right turns have a
second lane to turn into
anand right turns are very
short delays. Averaging
both right & left turns will
skew the delay times

AM \PM
Average Delay
| Average Queue 1veh. 1veh.
| Max. Queue 3veh. 2veh.
Traf_fjc Study - Shrgws?ury, MA 1‘: TETRATECH
The Pointe at Hills Farm
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Stoney Hill Road Level of Service

Traffic Study — Shre
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Level of Service Average Delay per Vehicle (Seconds)

A

B
=
D
E
F

West Appro

<10.0
0.1to 15.0
15.11025.0
25.1t035.0
35.1t050.0

>50.0

Expect LOS to be

much worse when

examining for only
Left turn delay times

« 7:30 amto 8:30 a

East Approach—

728 seconds (LOS D
9:00 pm to 6:00 pms 10 seconds (LOS

o 7:30 amto 8:30 a

wsbury, MA

727 seconds (LOS D)
9:00 pm to 6:00 pmxJ11 seconds (LOS B

n | TETRATECH




Stoney Hill West End

Example snow ridge pulling out onto Rt20
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Morning of first snow - 12/29/15 at 10:10am B
- Rt 20 is clear -
- Stoney Hill Rd hasn’t been plowed by the town yet (note it's after peak traffic)
- Snow makes it difficult to pull out with cars traveling 50mph on clear Rt 20
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Stoney Hill West End

Example snow ridge pulling out onto Rt20
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Note this street
sign has been
knocked over
many times by
vehicles.

It L 4 P
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Morning after first snow - 12/30/15 at 7:21am = :
- Rt 20 is clear B e
- Stoney Hill Rd has been plowed but is icy u‘\\t:‘v o
- Snow makes it difficult to pull out with cars traveling 50mph on clear Rt 20 e W
- Sometimes Rt 20 isn’t clear and has uneven snow traction when crossing Rt 20 lanes
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Cherry St to Gold St to Rt 140

Often an alternate route for Stoney Hill drivers avoiding a
left turn out of the neighborhood

X

o
‘g

Note this alternate route is
through narrow and
swerving roads in
residential neighborhoods

s

We would expect some of the 180 & 100 apt drivers will follow this
route also

- Impacts Centech to Cherry St left turn (currently no left arrow)

- Impacts Gold St to Rt 140 right turn

Others may make a U-turn on Rt20 somewhere or at Centech Shell

(taken 12/30/15)
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Summary

 Tetra Tech data may actually support a traffic light
— peak traffic times are & will be very unsafe
— account for drivers who avoid SH West left turn at peak times
— account for ~60 additional houses when traffic light installed

* SH West End LOS should be reevaluated for left turn only
— LOS (or Safety) is much worse for left turns

* Winter weather, wider Rt20 & increased traffic will be difficult
and unsafe exiting the neighborhood

» Without a traffic light this will be one of the most dangerous
Intersections in Shrewsbury

12



Appendix



Stoney Hill West End

Imagine you’re the orange car trying to turn left []

Purple dashed line shows the existing deceleration turning corner into Stoney
Hill Rd. Is there a reason that this isn’t needed or required anymore? The
new proposal shows a tight 90 degree turn off of Rt 20 and no breakdown

lane. We would want a better turn into the neighborhood than what is
proposed. For example the SH street sign has been hit many times.

(based on 11/6/15 plans)
N

WJ\%E

S

Can salted snow be
plowed into wetlands?

Where is this stop
line located? Is it
behind or in front of
the 3" deceleration
lane?

This might happen to =
keep sidewalk and
vehicle vision clear. '
/ 7, 180 Apts
|

14



TRIPS 84 35
HOUSES 180 180 _

- O 009 The 0.19 rate might have
L NELRES G SE been an anomaly since
it's about V2 the National

Rate. If it was closer the

traffic would be double for

Approximate Scale in Feet

Traffic Study — Shrewsbury, MA TETRATECH
The Pointe at Hills Farm
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Stoney Hill West End

Example snow ridge pulling out onto Rt20
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Morning after first snow - 11/30 at 7:23am
- This morning the snow is icy

- | was here 5 min and saw a 2 car queue
- Notice the sign has been run over and reinstalled
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Stoney Hill Road — East
Vehicle Delay and Queuing Study

We want to report the
average delay for just left
turns only. It’s the left turns
which are of most concern.

These delay times are an
average for both a Left or
Right turn. Our main
concern is left turns

The right turns are often a
short delay. Averaging right
turns will skew the delay
times.

Average Delay

Average Queue 2veh. 1veh.

3 ¢ Max. Queue 4veh. 1veh.

Traffic Study — Shrewsbury, MA '“: TETRATECH

Flhe Pointe at Hills Farm
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